IMPORTANT – WIRING NOTICE

The wiring of this unit may need to be modified depending on the brand of remote controls you use.  If your remote controls do not operate this winger please follow the simple instructions below or refer to your owner’s manual. You may also call our service department at 1-800-351-8411 for assistance.

------------------------------------------------------------------------------------------------------------

DOGTRA RRD OWNERS READ THIS – The Dogtra RRD receiver with duck call has two ports into which the winger’s electrical plug can be inserted. The port located on the right side of the receiver is for an accessory speaker designed to amplify the sound of the duck call. This port will not operate the winger. The correct port to use for activating the winger is located on the BACK of the receiver. Dogtra does not indicate this in their manual.

------------------------------------------------------------------------------------------------------------

The wiring of this winger is factory set for use with the Tritronics Pro Control remote release system. If you have already indicated to your sales representative what brand of remote you are using then this winger may have already been modified at the factory to work with your brand. Determine if your remotes will activate this unit be simply plugging the receiver to the winger and pressing the launch button (You do not have to set up or load the winger to test the release). The half round trigger should pull back counter clockwise. If the trigger attempts to move clockwise then the polarity is wrong and the wires must be reversed.
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Remove the two bolts that secure the
release to the protective housing. Pull
the release out to expose the servo.
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Remove the two bolts that secure the
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connectors. This wiring pattern must be
reversed. Grip the opposite ends of the
‘connectors and pull them apart. DO

NOTPULL ON THE WIRES.
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